
KCS45 Tubular angle terminal for multi-wire Cu cables

Cable terminals and connectors

Material: galvanically tinned copper
Non tinned on request.
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Crimping tools

6 5 5,3 KCS45 5-6 1 4 9,5 9 8 8,5 3,90 10 6 10 AWG

8 AWG

6 AWG

4 AWG

2 AWG

1/0 AWG

2/0 AWG

3/0 AWG

250 kcmils

300 kcmils

350 kcmils

500 kcmils

EPZC300, EPZ300, GZ300, HRZ300, PRZ240, 
PR33, GO300, HR300, GU300, GU120, 
HR100-U, PR240, PR50, PP19, A11/6

6 6,4 KCS45 6-6 10 7,5 8,5 3,73

10 5 5,3 KCS45 5-10 1,2 4,5 12 10 8 8,5 5,93 10 7
EPZC300, EPZ300, GZ300,  

HRZ300, PRZ240, GO300, 

HR300, GU300, GU120, HR100-U, 

PR240, PR50, R50, PP19

6 6,4 KCS45 6-10 12 7,5 8,5 6,14
8 8,4 KCS45 8-10 13 10 11 6,60

16 6 6,4 KCS45 6-16 1,5 5,5 13 13 7,5 8,5 10,00 10 8
8 8,4 KCS45 8-16 13 10 11 10,50

10 10,5 KCS45 10-16 17 12 13 11,80
25 6 6,4 KCS45 6-25 1,5 7 14 15 7,5 8,5 14,00 10 10

8 8,4 KCS45 8-25 16 10 11 15,00 PP19
10 10,5 KCS45 10-25 18 12 13 14,90 + as below
12 13 KCS45 12-25 18 13 14 18,10

35 6 6,4 KCS45 6-35 1,75 8,5 17 17 7,5 8,5 22,30 10 12

EPZC300, EPZ300, GZ300, 

HRZ300, PRZ240, GO300, 

HR300, GU300, GU120, 

HR100-U, PR240, PR120, 

PR150, PR50, PP19, A11/6

8 8,4 KCS45 8-35 17 10 11 24,20
10 10,5 KCS45 10-35 19 12 13 25,20
12 13 KCS45 12-35 21 13 14 26,30
14 15 KCS45 14-35 21 15,5 15,5 27,70

50 8 8,4 KCS45 8-50 2 10 20 19 10 11 33,20 10 14
10 10,5 KCS45 10-50 20 12 13 34,60
12 13 KCS45 12-50 23 13 14 33,30
14 15 KCS45 14-50 23 15,5 15,5 39,10
16 17 KCS45 16-50 28 16 17 43,20

70 8 8,4 KCS45 8-70 2,25 12 23,5 21 10 11 51,20 10 16

EPZC300, EPZ300, 

GZ300, HRZ300, 

PRZ240, GO300, 

HR300, GU300, 

GU120, HR100-U, 

PR240, PR120, 

PR150

10 10,5 KCS45 10-70 23,5 12 13 50,90
12 13 KCS45 12-70 23,5 13 14 55,10
14 15 KCS45 14-70 23,5 15,5 15,5 55,10
16 17 KCS45 16-70 28 16 17 61,40

95 10 10,5 KCS45 10-95 2,25 13,5 26 25 12 13 58,612 10 18
12 13 KCS45 12-95 26 13 14 59,11
14 15 KCS45 14-95 26 15,5 15,5 67,90
16 17 KCS45 16-95 28 16 17 69,00
20 21 KCS45 20-95 34 19 20  74,00

120 10 10,5 KCS45 10-120 2,25 15,5 29 26 12 13 75,17 10 19
12 13 KCS45 12-120 29 13 14 76,40
14 15 KCS45 14-120 29 15,5 15,5 87,60
16 17 KCS45 16-120 30 16 17 88,90
20 21 KCS45 20-120 36 19 20 89,56 

150 10 10,5 KCS45 10-150 2,25 17 31 30 12 13 89,46 10 20
EPZC300, EPZ300, GZ300,  

HRZ300, PRZ240, GO300,  

HR300, GU300, PR240, PR150

12 13 KCS45 12-150 31 13 14 90,23
14 15 KCS45 14-150 31 15,5 15,5 93,50
16 17 KCS45 16-150 31 16 17 95,60
20 21 KCS45 20-150 36 19 20 97,70

185 10 10,5 KCS45 10-185 2,5 19 35 30 12 13 115,00 10 23

PR240, PRZ240,

+ as below

12 13 KCS45 12-185 35 13 14 120,00
14 15 KCS45 14-185 35 15,5 15,5 120,30
16 17 KCS45 16-185 35 16 17 117,95
20 21 KCS45 20-185 39 19 20 123,23

240 12 13 KCS45 12-240 2,5 21,5 39 35 13 14 140,00 10 25

EPZC300, EPZ300, GZ300, 

HRZ300, PRZ240, GO300, 

HR300, GU300

14 15 KCS45 14-240 39 15,5 15,5 145,10
16 17 KCS45 16-240 39 16 17 146,30
20 21 KCS45 20-240 39 19 20 148,60

300 12 13 KCS45 12-300 3 24,5 45 44 13 14 234,30 10 30
16 17 KCS45 16-300 45 16 17 238,90

400 12 13 KCS45 12-400 3,5 27 49 44 24 24 338,70 10 34
GU625

20 21 KCS45 20-400 49 24 24 334,10

Production on request. Terminals of dimensions other than in chart.

AWG/Kcmil
Wire size

These wire connectors are basically for use with AWG/kcmils conductors and additionally for use with metric mm2 class 5 conductors (wires).
Pressing instructions are available in the tool manual/DTR.


