
Datasheet for connectors: RD-3; RD-4; RD-5 

RD-3; RD-4; RD-5 connectors are an extension of the ERKO offer dedicated to connecting wires 
in enamelled insulation. They are characterized by high quality and durability of performed connections,
just like all of the previously available connectors. 

The performed connections do not generate any solid impurities, as they do not require removing insulation
from the wires using environmentally invasive methods. The versatility of the connectors’ scope of use
highly increases work efficiency and enables the warehouse costs reduction. 

The availability of online technology ensures that the connection configuration and appropriate connector
selection do not require any specialist knowledge. The technology is available at: www.shark.erko.com.pl

Applicable for:
connecting copper and aluminium enamelled wires and non-insulated wires
connecting both round and profile wires
connecting single-strand and multi-strand wires without insulation

The dedicated tool for pressing the connectors is the GRD 3 hydraulic head with replaceable 
SRD3-1; SRD3-2 dies, adapted to press both sides of the connectors.

The AH500 R345 power unit is recommended to power the head.

Connector type RD-3 RD-4 RD-5

Image

Total dimensions: LxWxH 35/22/80 mm 35/22/35 mm 35/22/80 mm

Initial range recommended for
Al. wires

12-50 mm2
+ 
2 x 12-50 mm2

12-50 mm2
+ 
12-50 mm2  

2 x 12-50 mm2
+ 
2 x 12-50 mm2  

Initial range recommended for
Cu. wires  

25-65 mm2
+ 
2 x 25-65 mm2  

25-65 mm2
+ 
25-65 mm2

2 x 25-65 mm2
+ 
2 x 25-65 mm2  

Round wires diameter range  2,5 – 4 mm  2,5 – 4 mm  2,5 – 4 mm

Profile wires range  
thickness/width   

2,15 – 4 mm
/
5 – 14,5 mm  

2,15 – 4 mm
/
5 – 14,5 mm  

2,15 – 4 mm
/
5 – 14,5 mm  

Application scope:

To ensure ergonomic work when making connections, a dedicated workstation has been developed. 
The station is equipped with a mobile trolley with torsion wheel set and a worktop with installed 
extension arm. 

http://www.shark.erko.com.pl/


Datasheet for connectors: RD-3; RD-4; RD-5 

The workstation includes: 

Extension arm: WB_9
Dimensions LxWxH : 600/650/2300 mm
Arm’s reach: 900 mm
Weight: 120 kg

Hydraulic power unit: AH300 R345
Power supply: 3x400V/230V
Pressure: 680 bar
Power: 1,4 kW
Efficiency: 1,33 l/min
Dimensions LxWxH : 525/410/625 mm
Weight: 42 kg

Hydraulic head: GRD 3 
Dimensions LxWxT: 420/160/90 mm.
Pressure: 680 bar.
Weight: 13,5 kg.

The workstation for SHARK® connectors, type RD-3; RD-4; RD-5:

Connectors’ availability: from May 2024

The connectors are tested in the manufacturer's laboratory. The research agenda applies the guidelines 
of the PN-EN 61238-1:2004 standard.

The first implementation of the technology has been initiated at the HITACHI plant in Łódź (Poland).

Replaceable crimping dies for the GRD 3 head

Type SRD3-1 for double part connector:

Type SRD3-2 for double part connector:

Within the trolley area, a hydraulic unit for powering the clamping head is installed. The extension arm is
equipped with a balancer, on which the hydraulic head can be suspended. 
The balancer reduces the weight of the head, providing the operator with high work ergonomics.


