
EPZC 300N Hydraulic Crimping Tool

Crimping tools/SHARK® Technology

Key Features:

• Battery-powered with a high-performance Li-ion battery.
• Automatic release upon reaching maximum pressure.
• Automatic shut-off once crimping cycle is completed.
• Correct crimping signal via green LED, incorrect crimping via red LED.
• Electronic cycle registration – data transfer via USB.

Included in the Set: Charger, two batteries.
Length: 390 mm
Weight: 3 kg

Hydraulic Crimping Tool for SHARK® Connectors:

• R01, AL_R1, AL_R1S, AL_RK1 
• For enamelled and non-insulated winding wires
• Compatible with ZSR-type dies.

AL ZSR01 Crimping Dies
Used for R01 connectors.
AL ZSR1 Crimping Dies
Used for AL R1, AL R1S, AL RK1 connectors.

Hydraulic crimping tool with a locking head for terminals and connectors:

• Ring terminals without insulation (ZA dies) 10 ÷ 120 mm²
• Ring terminals with insulation (ZE dies) 10 ÷ 120 mm²
• Spade terminals with and without insulation (ZT dies) 25 ÷ 185 mm²
• Copper tubular terminals and connectors on cables (ZSC dies) 6 ÷ 300 mm²
• Aluminum tubular terminals and connectors on cables (ZSC dies) 16 ÷ 240 mm²
• Round forming aluminum sector conductors (ZF dies) 16 ÷ 240 mm²

Type 
of die 

Discriminant Terminals – cross section [mm2] 
DIN 
Cu 

tubular 

Others 
Cu 

tubular 

DIN 
Al 

tubular 

ARC, ALC 
Thin-walled 
Al tubular 

ARG, ALG, AFG 
Thick-walled 

Al tubular 

ZS 

6 10 6 
7 10 
8 16 16 
9 16 

10 25 25 25 
12 35 35 16;25 35 16 
14 50 50 35 50 25 
16 70 70 50 70 35 
18 95 95 70 95 50 
19 120 
20 120 120 70 
22 150 150 95;120 150 95 
23 185 185 
25 185 240 150 120 
28 240 185 240 150 
30 300 185 
32 300 240 

Type of die Terminals and 
Conectors 

Description Form 
of crimping 

ZA For Cu ring terminals without 
insulation of 10 ÷ 120 mm2. 

ZE 
For Cu terminals and 
connectors with insulation 
of 10 ÷ 120 mm2. 

ZT 
For Cu cable end-sleeves 
with and without insulation 
of 25 ÷ 185 mm2. 

ZF Round forming Al sector 
conductors of 16 ÷ 240 mm2. 

ZS 

For Cu tubular terminals and 
connectors of 6 ÷ 300 mm2. 

For Al tubular terminals and 
connectors of 16 ÷ 240 mm2. 

Crimping width of the ZS die for copper and aluminum 7 mm. 
Basic set ZS_K8 for the terminals according to DIN - 12 sizes Full 
set ZS_K-K7 - 17 sizes 

ZSC 
only 
for 
EPZC 

Discriminant from 6 to 19 as in the chart above, 
from discriminant 20 the chart below 

20 120 120 70 
22 150 150 95;120 150 95 
23 185 185 
25 185 240 150 120 
28 240 185 240 150 
30 300 185 
32 300 240 

ZSC dies only for battery powered hydraulic press EPZC, for copper 
tubular terminals and connectors ≥ 120mm2. 

Crimping width of the ZSC die for copper 5 mm Basic set ZSC_K7 
for the terminals according to DIN - 17 sizes Full set ZSC_K-K14 - 
24 sizes 

ZSC 
only 
for 
EPZC 

For Cu tubular terminals and 
connectors of 6 ÷ 300 mm2 . 

For Al tubular terminals and 
connectors of 16 ÷ 240 mm2 . 


